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CAPACITY:  1.134 SEATS 
Stalls: 414  Stalls Level Boxes: 112  Main Box (First Floor) : 12  First  Floor Boxes: 112 
Second Floor Seats: 91  Second Floor Boxes: 40 Third  Floor Seats: 217 Upper Level  (unnumbered): 136  

 
 

STAGE DIMENSIONS 
Width proscenium arch 12,60 m. Height of bridges  8,00 m. 
Height proscenium arch  7,60 m. Width between bridges 15,00 m. 
Forestage – proscenium arch 1,85 m. Height to flies 17,15 m. 
Proscenium arch - back 11,60 m. Width between side walls 20,00 m. 
Height of ramp from street to stage 2,70 m. Width of ramp from street to stage  2,14 m. 
Stage incline 0%     
 
 

MUSICAL INSTRUMENTS 
1 Steinway grand piano on stage – Tuned to 442 Hz, without the possibility of variation 
1 Clavinova digital piano 

 
 

STAGE RIGGING EQUIPMENT 
25 Double purchase counterweight battens 500 Kg. load 
3 Motorised battens 500 Kg. load 
3 Motorised battens 1000 Kg. load 

27 Manual battens  
10 Opaque legs 8,00 m. high x   4,00 m. wide 
2 Opaque backdrop 8,00 m. high x 15,00 m. wide 
5 Opaque borders 4,00 m. high x 15,00 m. wide 
1 White PVC cyclorama   8,00 m. high x 15,00 m. wide 

 
 

LIGHTING, PROGRAMMING AND ADJUSTMENT SYSTEM 
LT Hydra II 3000 S48/48 adjustment console, and ETC Express (backup) 
Electronic Patch  
DMX 512 dimmer control signal, two lines between booth and stage 
 
 

DIMMERS AND POWER OUTLETS 
144 Dimmer channels 2 Kw. per channel 

1  63A, 32A and 16A Cetac power socket for three-phase, neutral, earth 
1  Power outlet of 250 A per phase at free points  

 
 

CIRCUITS 
ON STAGE IN THEATRE 

24 Backstage 30 Left side 
36 Stage left  30 Right side 

183 At battens 12 Control booth 
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SPOTLIGHTS 

THE THEATRE DOES NOT HAVE FILTERS FOR THE SPOTLIGHTS 
32 Flat/convex 1000 W. 30 Par 64 nº 5 1000 W. 

6 Flat/convex 2000 W. 20 Par 64 nº 2 1000 W. 
18 Fresnel 1000 W. 20 Par 64 nº 1 1000 W. 

8 Fresnel  2000 W. 12 Rogue Spot R2X  
20 ETC 26º spot 750 W. 8 Rogue Wash R2  
30 Cyc light 1000 W. 10 Ovation C-805FC  
18  Selecon Pacific 23º/50º 600 W. 20 Colordash par H7IP  

 
SUPPORTS FOR MOUNTING SPOTLIGHTS (except follow spot) 

2  Electric wing battens mounted vertically next to forestage 
1 Horizontal electric batten facing the stage, with 6 circuits 

10 Ladders for lanes 
2 Horizontal battens in wings on 3rd floor 

 
SOUND EQUIPMENT 

ASK THE TECHNICAL DEPARTMENT FOR MICROPHONES LIST 
1 Yamaha CL5 table 
1 Yamaha M7 CL 48/24 table 
1 Yamaha TF 3 table 
1 Yamaha Rio 3224-D 
1 Numark single disc CD player 
1 Numark double disc CD player with USB and MP3 

16 Meyer M1D loudspeaker 
2 650P subwoofer 
4 UPJ-P 
4 UPM2P 

10 UM-1P monitors 
1 Galileo processor Model 616 
8 Wireless intercoms (4 Altair and 4 Clearcom) 
6 Wired intercoms. 

 
MATERIAL LIFTS 

1 Genie elevator Model AWP-40S for work at height  
1  Upright scissor lift Model MX-19 (up to 7,80 m.high) 

 
DRESSING ROOMS 

Individual dressing rooms with shower: 4 Individual dressing rooms without shower: 6 
Collective dressing rooms with shower: 2 Possibility of stage quick changes dressing rooms 2 

 
PARKING FOR LOAD IN/OUT 

The Theatre has permanent parking permit for the back entrance (Calle Frailes), which is accessed by taking:  
Paseo del Parque - Plaza General Torrijos - Túnel de la Alcazaba - Calle de la Victoria - Plaza de la Merced  

Calle de la Merced - Calle Frailes 
 

TO REQUEST MORE INFORMATION, PLEASE CONTACT THE TECHNICAL DEPARTMENT 
Rafael Godoy, Technical Director, tecnico@teatrocervantes.es 

 
 


